Technical Comperative Statement for Lot # 1 (Piloting & Commerclalization of Intelligent Lower Limb Prostesis)

Sr.® |item Name with Specifications | 1qra Communication | M & B Green Tech
Lot # 1 - Sensor & Actuators

1. Magnetorheological Damper
Extended Length: 190 mm - 210 mm Matched Matched
Retracted Length: 150 mm = 160 mm Matched Unmatched
Stroke Length: 40 mm - 60 mm Matched Matched
Shaft Diameter: 10 mm - 12 mm Matched Matched
Outer Body Diameter: 40 mm - 45 mm Matched Matched
Damping force: 150 = 2500 N Matched Unmatched
Input Voltage: 0 - 12 V DC Matched Matched
Input Current: 0 - 2A Matched Matched

2 Rotary Encoder
Outer Dimensions (max.): 30 mm x 30 mm x 13 mm Matched Matched
Working RPM (min): 90 rpm Matched Matched
Working torque {min.): 0.5 oz-in. Matched Matched
Working Life {min.): 1 million rev. Matched Matched
Shaft Dia. (min.): 6 mm Matched Matched
Pulses/revolution (min.): 1000 PPR Matched Matched

. 4 Rotary Encoder
Outer Dimensions (max.): 22 mm x 22 mm x 14 mm Matched
Working RPM (min): 10,000 rpm Matched
Working Life (min.): 100 million rev. Matched P
Pulses/revolution (min.): 1000 PPR Matched

4. Strain Gauges
Reputed manufacturers such as Omega Engineering UK or equivalent Matched
Carrier: Polyimide Matched
Substrate thickness: 20 microns Matched
Cover thickness: 25 microns Matched Not Quoted
Solder pads for soldering Matched
Nominal resistance: 350 ohms Matched
Grid size: 4.50 mm x 3.20 mm Matched

S. Bluetooth enabled fingertip pulse oximeter
Sp0O2 Measurement Matched Matched
Pulse Rate Measurement Matched Matched
Alarm function for low oxygen saturation Matched Matched
Data transmission via Bluetooth upto 5 meters. Matched Unmatched
iqra Communication has quoted all the items of Lot # 1 and matched the tender specifications, whereas, M & B Green Tech, did not quoted
item # 3 & 4. Furthermore, item # 5 quoted by M & B Geen Tech did not have data transmission via bluetooth. Accordingly, Iqra

Susmary Communication is recommended in the technical evaluation, whereas, as per tender terms & conditions, point # 2, “only the complete lot will

be considered for evaluation”, accordingly M & B greentech is not recommended in the technical evaluation.
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Technical Comperative Statement for Lot § 1 (Piloting & Commerdialization of intefiigent Lowes Limb Prostesis)

Sr.8__{Inem Name with Specifications

| 1qrs Communieation | M & 8 Green Tech

Lot 8 1- Gelt Anelyshs System

1

Migh Speed Comeras with tripod stands

Resolution: 1080 @ 60 fps

| Autofocus, sutoexpoture and duto white batance

USR-C3 0 Compatible

Min 8 MP leny

Field of view: 90°

[Compatible with the goit analysis software module

Matched
Matched
Matched
Matched
Matchad
Matched
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Software modute

Marker based biomechanical software for 20 analysis of Walking Gatt.

Measurement of joint angles & other data from sports specific activities like jump, squat, ete.

Analyze the anterior, posterior, left & right lateral views of the subject.

Walking gak analysis: Rear foot eversion/inversion, lateral pelvic drop, Knee flexion/extension, hip

ankle plantar flexiory dorsifiexion, knee ab/adduction, stance phase % ~swing phase %,
single support-double support time, cadence, step length, walking speed, stride length etc. All data to be
Imeasured for both left and right extremities

Generate organized reports with Data represented in tabular & photographic form

Inbuilt reference ranges for every parameter measured

|Automatic documentation of all observations and abnormal biomechanics in form of notes.

|Option to export all data to excel sheets

Inbuilt comparison feature that generates Pre-Post comparison reports to monitor changes in patient’s gait 3

Inbuilt database feature for storing analysis data

Designated marker placement guide for Walking gait analysis indicating locations where markers need to be

|Software should use Al (Artificial intelligence) models to aid in marker digitization.

Virtual training & Technical support for System operation should be provided.

Uicense validity along with all updates and bug fixes for a minimum period of § years.
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quoted systern does
not meet the tencer

Laptops for data capturing and processing

Intel Core i7, 13th Gen or higher

6 GB dedicated graphics card

24 GB RAM

512 GB or higher SSD

15 6 in. display 1920 x 1080 resolution

With built-in speaker, microphone

With a bag pack

Treadmill for gait analysis in controlled environment at variable speed

Motorized: 2.5 HP continues duty motor

Multi Speed Ranges: 1 — 10 km/hr.

Auto inclination: 0% - 10%

Min. 150 Ibs. weight bearing capacity

LED with built-in programs

Pre-instalied hand pulse sensor
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recommended in the technical evaluation.

lara Communication has quoted all the items of Lot # 2 and matched the tender specifications, whereas, M & B Green Tech, did not quoted item # 4.
Summary Accordingly, lqra Communication is recommended in the technical evaluation, whereas, M & B green tech does not meet tender specifications for item #
2. Moreover, as per tender terms & conditions, point # 2, “only the complete lot will be considered for evaluation®, accordingly M & B greentech is not
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